MpombiwneHHble Kabenn | UHanBmAay anbHOe JkpaHMpoBaHue - BpoHMPOBaHHbIE

RE-2X(St)Y-fl-PiMF/TiMF

KoHcTpykuusa kabens

NMpoBoaHUK MHoronpoBosioYHas oToxxeHas meab (IEC/EN 60228, Knacc 2)

Msonsauyua XLPE (EN 50290-2-29) (CumTsbiii I13)

LiBeta XXun Mapsbl: YepHblIii/ Benbiii, MpoHyMepoBaHHble Tpoiiku: YepHbiii/ Benbiii/ KpacHbii,
MpoHymepoBaHHble YeTBepku: YepHblii/benbliii/KpacHblii/CUHWIA,
MpoHyMepoBaHHble

Paspenurenn M3T JlenTa

WUHAamBUA yanbHbI DKpaH Al-PET JleHTa ¢ KOHTaKTHbIM NPOBOAHNKOM @ 0.60 MM M3 Ny €HOM MeaAHON
NpOBOJIOKU

Mosus SKpaHWPOBaHHbIE Napbl/TPOWKN/YETBEPKM CKPYYEHbBI MOCIONHO

Paspenurenn MN3T JlenTa

06w nii dkpaH Al-PET JleHTa C KOHTAKTHbIM NPOBOAHUKOM U3 CKPYYEHHbIX JTY>K EHbIX MEAHbIX

npoBosiok (7x0.30 mm)

BHewHas O6onouka YO ycToiumBbivi Mnamsa 3agepxmsatowmin MBX (EN 50290-2-22 ), RAL 9005 -
YepHblid, RAL 5015 - CUHWI (gpyrue uBeTa no 3anpocy)

CraHpapt BS/EN 50288-7

TexHU4YecKkune CBOMCTBaA

Pa6ouee HanpshkeHune 500 B*

TecroBoe HanpshkeHue XXwuna -Xwuna: 2000 B; XXwuna - OkpaH 1000 B

ConpoTusnenue NMpoBoaHMKaA 0.50 MM? - <36 Q/kM; 0.75 MM* - £24.5 Q/kM; 1.00 MM* - £18.1 Q/kM; 1.30 MM” -
<14.2 Q/kM; 1.50 MM? - £12.1 Q/KkM; 2.50 MM* - £7.41 Q/kM

ConpoTusneHue Usonsayumn >5000 M.Qxkm

Aunc6ananc EMkocTum (npu 800 N'y) <500 n®/500m

EMkocTb (npu 800 MI'y) <100H® /KM (3HAYEeHMe eMKOCTM MOXeT Bo3pacTaTb Ha 20 % Npu yBeMYeHnm

KONMYecTBa nap Ao 4-x)

CooTHoweHue L/R 0.50 MM?%.1.00 MM? - <25 MKI/Q; 1.30 MM*..1.50 MM” - <40 MKI/Q; 2.50 MM - <60
MKI/Q

TeMmnepaTtypHbiii [luanasoH HenoaBuxHoe npumMeHeHue: -40 °C ........ +90 °C, MoHTax: -5 °C ........ +50 °C

He pacnpocrpaHsowuii ropeHue |IEC/EN 60332-1, IEC/EN 60332-3-24 (CAT C)

MacnocroiikocTb IEC/EN 60811-404, ASTM No 2 macno 70 °C 4 vaca

MwuH. Paguyc Maruba (®PukcuposaHHoe 8 x inameTp Kabens

CocrosiHune)
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Legal Warning: The information in this catalog is for marketing purposes. 2M Kablo can change this catalog during product development and any
requirements. 2M Kablo can always change designs, technical specifications, images and other informations in this catalog without any notice.This catalog
is only a guide and is valid at the time of download, not valid for an offer or contract.

If you need more information about the products in this catalog, please contact us via info@2mkablo.com or call +90 (212) 222 8250.
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