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KoHcTpykuusa kabens

NMpoBoaHMK MHOronpoBosioYHas oToxxeHas meab (IEC/EN 60228, Knacc 2)
Wsonsaumsa XLPE (EN 50290-2-29) (CumTbiii M13)
LiBeTa XXun MHoroxwunbHble: benble, MpoHyMepoBaHHble Mapbl: YepHblii/Benbii;

MpoHymepoBaHHble Tpoiikn: YepHbiii/Benblit/KpacHblit; MpoHyMepoBaHHble
YeTBepky : YepHbiii/Bbenblii/KpacHbli/CHWUIA, MPOHYMEPOBAHHbIE

Mosus Xunbl/napbl/TponKkn/4eTBEPKM CKPYY€EHbI MOCI0MHO
Paspgenurennb M3T JleHTa
06w uii dkpaH Al-PET JleHTa C KOHTaKTHbIM MPOBOAHWUKOM U3 CKPYYEHHbIX JTYXK €HbIX MEAHbIX

npoBosok (7x0.30 MM)

BHewHasa O6onou4ka Y® ycTonumBbii Mnams 3aaepx veatowmi NBX (EN 50290-2-22), RAL 7000 -
Cepblit, RAL 5015 - CvHui (apyrue uBeTa no 3anpocy)

CraHpapt BS/EN 50288-7, VDE 0816 ( ang TonwmHbl Yv )

TexHuuyeckue cBOMCTBa

Pa6ouee HanpsykeHue 500 B*

TecroBoe HanpshkeHue Xwnna ->Kuna: 2000 B; XXunna - 3kpaH 1000 B

ConpoTusnenue NpoBoaHMKa 0.50 MM? - £36 Q/kM; 0.75 MM? - <24.5 Q/kM; 1.00 MM? - <18.1 Q/kM; 1.30 MM’ -
<14.2 Q/kM; 1.50 MM? - <12.1 Q/kM; 2.50 MM* - <7.41 Q/kM

ConpoTusneHue NposBoaHWKa 0.50 MM? - <36 Q/KkM; 0.75 MM? - <24.5 Q/kM; 1.00 MM* - £18.1 Q/kM; 1.30 MM’ -
<14.2 Q/km; 1.50 MM? - £12.1 Q/kM; 2.50 MM* - £7.41 Q/kM

ConpoTuBneHue Usonsauyuu >5000 M.Qxkm

Aunc6ananc EMkocTu (npun 800 N'y) <500 n®/500M

EmMkocTb (npu 800 MI'y) <85H® /KM (3Ha4EHNE EMKOCTU MOXET BO3pacTaTb Ha 20 % Npu yBENMYEHNUN

KOMYeCTBa nap Ao 4-X)

CooTHoweHue L/R 0.50 MM?%.1.00 MM? - <25 MKI/Q; 1.30 MM”..1.50 MM” - <40 MKI/Q; 2.50 MM* - <60
MKI/Q

TemnepatypHbiii [lnanasoH HenopBuxHoe npuMeHeHue: -40 °C ........ +70 °C, MoHTax: -5 °C ........ +50 °C

He pacnpocrpaHsow it ropeHune IEC/EN 60332-1, IEC/EN 60332-3-24 (CAT C)

Macnocroikocrb IEC/EN 60811-404, ASTM No 2 macno 70 °C 4 yaca

MwuH. Paguyc 3ruba (®PukcnposaHHoe 10 x AinameTp Kabens

CocrosiHue)
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Legal Warning: The information in this catalog is for marketing purposes. 2M Kablo can change this catalog during product development and any
requirements. 2M Kablo can always change designs, technical specifications, images and other informations in this catalog without any notice.This catalog
is only a guide and is valid at the time of download, not valid for an offer or contract.

If you need more information about the products in this catalog, please contact us via info@2mkablo.com or call +90 (212) 222 8250.
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