UL Sertifikall Kablolar | Enstrimantasyon, Enerji ve Kontrol Kanal Kablosu

TYPE ITC/PLTC-ER - Individual & Overall Shielded

@ @ CE oy

Kullanim Alanlarn

Instrumentation cables have a wide range of usage in process control and data processes, in analog and digital signal transmission. Factories, refineries,
petrochemical plants, power plants, natural gas filling plants etc. make up the general areas that these cables are used. These cables meets the crush and
impact requirements and deformation resistance according to UL 2556.

Kablo Yapisi
iletken Stranded Annealed Copper (ASTM B3)
Damar Renkleri Pair: Black / White, Numbered Triples: Black / White / Red, Numbered Quad: Black /
White / Red / Blue, Numbered
Bireysel Ayinci PET Bant
Bireysel Ekranlama Al-PES Bant (0.60 mm Kalayh Bakir Topraklama Teli ile)
Biikiim Ekranlanmis ikilemeler / (iclemeler / dértlemeler katlar halinde biikdiltir
Ayina PES Bant
Dis Kilif Heat Resistant and Sunlight Resistant PVC (UL 1581 Class 105°C), Black, Blue (other
colors upon request)
Referans Standartlar UL 13, UL 2250, NEC Article 725, NEC Article 727
Genel Ekranlama Al-PES Bant (7x0.3 mm Biikdili Kalayli Bakir)
Yalitim PVC / Nylon (UL 1581 Class 90°C, EN 50363-3 TI3)
Teknik Ozellikler
Caligma Gerilimi 300V
Test Gerilimi 1.5 kV
Dielectric Voltage Withstand UL 2556
iletken Direnci UL 1581 - Section 220
Yalitkan Direnci >100.1 MQ/kft (at 15.6°C)
Max. Cahigma Sicakhig Fixed: -40°C ... +105°C, Flexible: -5°C ... +60°C
Alev Geciktirme FT4/IEEE 1202 Flame Test (UL 1685), IEC/EN 60332-1, IEC/EN 60332-3-24 (CAT C)
Yaga Dayaniklilik ASTM No 2 oil 70°C 4 hours (IEC / EN 60811- 404)
Giines Isig Direnci UL 1581 Bolim 1200
Min. Biikiilme Yaricapi (Sabit) 8 x Kablo Capi
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Yasal Uyan: Bu katalogda ver alan bilgiler pazarlama amacli hazirlanmistir. Uriin gelistirmeleri sirasinda ve ihtiyaclar dogrultusunda 2M Kablo tarafindan
degisiklikler yapilabilir. 2M Kablo bu katalogda yer alan dizaynlari, teknik 6zellikleri, gorselleri ve diger bilgileri her zaman haber vermeksizin
degistirilebilir. Bu katalog sadece bir rehberdir ve indirilme tarihinde gecerlidir, bir teklif ya da sozlesme degildir.

Bu katalog da yer alan Uriinler ile ilgili detayl bilgi almak icin info@2mkablo.com lizerinden bize yazabilir veya +90 (212) 222 8250 numarali telefondan



irtibat kurabilirsiniz.
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